UIG-EVERSTORE® NSF61 CERTIFIED GLASS-FUSED-TO-STEEL BOLTED TANK

TANK WALL - 1ST FULL RING.

SHORT STARTER/EMBEDDED RING WITH MIN 6" DEEP EMBEDMENT

(SUPPLIED BY UIG) MANUS BOND 75AM JOINT SEALANT OR CIM1061 (APPLIED BY TANK ERECTOR)

PRO-STIK PREFORMED BUTYL JOINT SEALANT OR SIKASWELL S-2 ON BOTH SIDES OF THE EMBEDDED RING

APPROX. 4" BELOW TOP OF CONCRETE (APPLIED BY TANK ERECTOR)
CONTINUOUS BOTTOM ANGLE (HDG CS)

(SUPPLIED BY UIG)

CONCRETE ELOOR (BY FOUNDATION CONTRACTOR)
2ND POUR

MIN. 24"WIDE x12" DEEP BLOCKOUT SECTION IN FOUNDATION
3RD AND FINAL POUR (WIDTH OF THE RINGWALL PLUS 12" DEEP)
BY FOUNDATION CONTRACTOR ~
NOTE: INFILL BLOCKOUT WITH CONCRETE i
]
/ ] SIKASWELL S—2 HYDRO—SEAL
LEVELING PLATE - FLAT BAR MIN 1/2" THICK o3 \
EQUALLY SPACED Z | | MIN. 3/4"DIA x19" LONG GRADE 36 THREADED ROD WITH
(SUPPLIED BY UIG) =
., = | HILTI HIT-RE 500-V3 ADHESIVE WITH MIN. 9" EMBEDMENT
11 \ (2) RODS PER FLAT BAR (SUPPLIED BY UIG)

NOTE: ANCHOR BOLT HOLES TO BE DRILLED BY TANK ERECTOR

1‘5” 8" 1'5” 8” S \
~— CONCRETE FOOTING
A 1ST POUR: WIDTH & DEPTH OF THE RINGWALL FOOTING MINUS 12" AT THE TOP SECTION
& @D T, PN BY FOUNDATION CONTRACTOR

MIN. 20"

=
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UNITED INDUSTRIES GROUP, INC.
11 RANCHO CIRCLE, LAKE FOREST, CA 92630
Tel. (949) 759-3200  Fax (949) 759-3425 info@unitedind.com

This drawing and the information contained herein is submitted

TANK WALL TO EMBEDDED RING CONNECTION & ANCHOR BOLTS ASSEMBLY DETAILS  ay not b auplictod, dieclosed,of uilzed wihout wrlen

consent from United Industries Group, Inc.

JOB #:

EMBEDDED RING DETAILS

COVERAGE:

&

TANK SIZE:

ANCHOR ASSEMBLY

TANK SIZE:

LOCATION: TYPICAL ALL SITES
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